BINDER ASPHALT TO BE CUT A MINIMUM 500mm

CASSELLS STREET

ALGONQUIN STREET

01047

LIMIT OF CONSTRUCTION —
STA. 0+029

REMOVE , SALVAGE"AND'REINSTALL

EXISTING INTERLOCK BRIEGKS TO MATCH
EXISTING AS PER OPSD 561.010

MATCH INTO EXISTING CURB AND SIDEWALK

REMOVE , SALVAGE AND REINSTALL
EXISTING INTERLOCK BRICKS TO MATCH

MATCH INTO EXISTING CURB AND SIDEWALK TYP.)

NEW CONCRETE CURE OPSD E%%%%NCE MY THAI W.A. SANGSTER VENASSE CHATELAINE'S HOMESTEAD
E PALACE  LAW OFFICE OPTICAL [BARGAINS BLOCK
So Q(/ BINDER ASPHALT TO BE CUT A MINIMUM 500mm FROM
$ > //1/ EXISTING EDGE OF CURB/CROSSWALK SEE DETAIL DWG D-5
v

MILL AND PAVE 50mm ASPHALT DEPTH

MATCH EXISTING ELEVATIONS
REMOVE , SALVAGE AND REINSTALL EXISTING INTERLOCK

BRICKS TO MATCH EXISTING AS PER OPSD|561.010

CONCRETE CROSSWALK (SEE DWG D-4 FOR DETAILS)

PROPOSED SIDEWALK RAMPS AS PER OPSD 310.030 &
TACTILE WALKING SURFACE AS PER OPSD 310.039 (TYP.)

— PROPOSED WM ANODE

v

1-0 39Vvd 33S
¢-0 39Vd 33S

EXISTING CONCRETE EDGE RESTRAINT
TO REMAIN (TYP.)(GRADE TO BACK OF

E—
CUNNMERUVIAL P+

FROM EXISTING EDGE OF CURB/CROSSWALK _\0<*040 EXISTING AS PER OPSD_561:010 EX. STM STRUCTURE TO BE SIDEWALK TO MATCH EXISTING)
ADJUSTED (TYP.) AS PER OPSS 442 (TYP.)
SEE DETAIL DWG D-5 PARKING METER!(PM)1 (SEE DWG D.5 FOR PM-3
REMOVE , SALVAGE/AND REINSTALL PROPOSED WATERMAIN DETAILS) REMOVE , SALVAGE AND REINSTALL
WITH ELECTRICAL POWER ANODE (SEE DWG D-5 WITH ELECTRICAL POWER
LIMIT OF CONSTRUCTION FOR DETAILS)
STA. 0+037 KEY PLAN
- 0,
STA. 0+029.287 MAIN ST. AT CASSELLS ST. 4.28m - 200mm STM @ 3.63 /°_\ H\ NOTES
. ]
Curb STMC S 1. THE UTILITIES INFORMATION
MILL AND PAVE 50mm ASPHALT DEPTH 3_0me L N \ / . CONTAINED ON THIS DRAWING MAY BE
MATCH EXISTING ELEVATIONS ®  NEW CONCRETE CURB [ 2 T s S % BASED UPON DATA PROVIDED BY
’ OPSD 600.040 » & Q‘f’ OTHERS AND MAY NOT HAVE BEEN
; %’ ¢y 5.00m VERIFIED BY EITHER AS-CONSTRUCTED
3'5l°’“ J § /*C'- OF CONSTRUCTION _ °: DRAWINGS OR AN ONTARIO LAND
2 ; 3 . N\ | 2 . . 2 | 2 ! . L SURVEYOR. THE CITY OF NORTH BAY
S N ' S & 1 (o) ' o N o o & g = CANNOT ACCEPT RESPONSIBILITY FOR
S S © o S 3.50m S S 3.50m ¢S ERRORS OR OMISSIONS ON ANY
® ° — ‘ ~0+104.663 MAIN ST. ATTALGONQUIN'ST INFORMATION SHOWN HEREIN. FIELD
e ¢ ]—‘— > 6. 6-50m VERIFICATION, LAND SURVEYS OR
L /J \ EXCAVATION (WITH CITY APPROVALS)
gt MAY BE REQUIRED TO DETERMINE
e \ . \ — ' . Curb (42 - ACTUAL LOCATION OF ANY AND ALL
UTILITIES OR PROPERTY LINES.
. 2. REFER TO GENERAL PLAN PAGE FOR
* - DRAWING LEGEND.
\— APPROXIMATE LIMIT OF FULL N * 'PARGED AROUND OUTFLOW FIPES
SEE:NOTE 6 -
LIMIT OF CONSTRUCTION EX. HYDRO STRUCTURE TO BE DEPTH CONSTRUCTION SEE NOTE 6 4. PROPOSED SIDEWALK GRADING TO
STA. 0+010.0 ADJUSTED (PROVISIONAL)(TYP.) REMOVE AND REPLACE EXISTING 300mm STORM PIPE MATCH EXISTING CROSS SLOPE.
(SEE NOTE 5) MATCH EXISTING INVERTS EXISTING PLANTER - 5. CONTRACTOR TO ADJUST HYDRO
EX. WM VALVE TO BE ADJUSTED (TYP.) REMOVE AND REPLACE EXISTING FRAME AND GRATE WALL TO REMAIN LIMIT STRUCTURE AS DIRECTED BY THE
ADJUST STRUCTURE TOP TO ENSURE POSITIVE DRAINAGE (TYP.
TROPOSED SOEMALKRANES vk ™) NSPECTOR ON SITE AND I PReseNce
SURFACE AS PER OPSD 310,039 (TYP.) ﬁﬂfe g%‘éﬁfié";‘vgs'ﬂ"sm'-'- CONCRETE SIDEWALK AS PER OPSD 310.010 EXISTING INTERLOCK BRICKS TO CONTRACTOR SHALL COORDINATE
. . SEE DWGS L1-L3 FOR DETAILS (TYP.) MATCH EXISTING AS.PER OPSD 561.010 WITH NORTH BAY HYDRO AT LEAST 48
MATCH INTO EXISTING CURB AND SIDEWALK EXISTING CONCRETE EDGE RESTRAINT TO NEW ASPHALT BOULEVARD S :2#2:3‘2@%?\;‘:5;2#‘2“ HYDRO
$g“:m¥g|¥;'()lgmg E TO BACK OF SIDEWALK MILL AND PAVE 50mm ASPHALT DEPTH " 6. CONTRACTOR TO REMOVE & REPLACE
) MATCH EXISTING ELEVATIONS
EX. SAN STRUCTURE TO BE EXISTING FRAME AND GRATE ON ALL
0+000 NORTH BAY ADJUSTED (TYP.) BINDER ASPHALT TO BE CUT A MINIMUM 500mm FROM CATCHBASINS AS PER OPSD 400.080
EXISTING EDGE OF CURB/CROSSWALK SEE DETAIL DWG D-5 0‘4 Q? AV g;‘;ﬁiﬁgg:ig‘gfg g‘ﬁ;&&ﬁ%ﬁ:ﬁh
SERVICES SEE DWGS L1-L3 FOR DETAILS (TYP.) S22 :
NEW| CONCRETE CURB OPSD 600.040 (TYP.) \)00/3" 7. gggJImCSTngl\lcl"‘levTvzaTg;\T/% ATA
TOPPER'S RAY'S JUICEON RQYAL TAX  BENTLEY MATCH INTO EXISTING CURB AND SIDEWALK (TYP.) % THE CONTRAGTOR SHALL REVIEW
STRUCTURE TABLE PIZZA BARBER THE THEATRESHACK BUSINESS CCTV DATA AND FIELD CONFIRM
SHOP LOOSE MANAGEMENT PIPE TABLE LOCATIONS OF STORM SEWER SPOT
. . . . . REPAIRS PRIOR TO EXCAVATION.
Structure ID Structure Type Cover Rim Elevation Sump Elevation Northing Easting . ) )
From ID ToID Diameter (mm) Length (m) Slope U/S Elevation D/S Elevation REVISIONS
CB 201 OPSD 705.010 | STANDARD 204.710 202.310 5129979.480 | 618088.147 0 .
CB 201 --- 200 4.28 3.63% 202.910 202.755 No.|Date| By Description
AUG _
NOTE: 1 10 | JrR Issued for 30% Review
1. CONTRACTOR TO FIELD VERIFY EXISTING INVERT ELEVATIONS PRIOR TO CONSTRUCTION. goEZc‘
2 3 JR Issued for 60% Review
2021
H MAR
M a I n Street 3 18 JR Issued for 90% Review
208 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 208 ngfle
4 17 JR Issued for 100% Submission
2022
T L JAN
5 16 JR Issued for Tender
2023
207 tu ol 207 ol Issued for C i
'ﬁ':J N 'S ~ 3 - 6 23;3 JR ssued for Construction
= 22 N w2 H
. N Vie = -
] Sl F|N Qs Bl o
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206 % naC] <3 Sy z| 8l S | 206
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. oo > 1> » i o > T L
oo s/ oI 4 < |
22 2\Chld = |
S § -0.55% el < g w o |m
205 & -1.04Y, 2 a E E 205
& 1.24% 0.81% Bay
] —_— -0.25% -
204 204 d VA | S inderson Assodates Limited
203 203 ) :
= e 33' e
202 202 O NT A R I O - C AN A D A
Just North Enough to be PERFECT
201 201 MAIN STREET
e & b S 3 3 R 3 b S 2 & b S 3
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o < 0 - ~ ©® o 0 o 0 0 © N~ i
8 ] & b R 8 s & ] P S e % PROPOSED Plan & Profile
S S S S S S S S S S S S ¥ ELEVATIONS Sta. 0+000 to Sta. 0+160
N N N N N N N N N N N N N
o ol 0|~ < | < 0 Designer: Checked by:
= =S R oo <| SANITARY JR J.M.B
Date: Approved by:
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1-0 39Vd 33S
¢-J0 39Vvd 33S

HOMESTEAD SCOTIABANK

BLOCK

MATCH EXISTING ELEVATIONS

LIMIT OF CONSTRUCTION
STA. 0+042.7

PROPOSED SIDEWALK RAMPS AS
PER OPSD 310.030 & TACTILE WALKING
SURFACE AS PER OPSD 310.039 (TYP.)

REPAIR EXISTING STM SERVICE CONNECTION
TO MAIN AT STA 0+188 (SEE NOTE 7)

APPROXIMATE LIMIT OF FULL’\

DEPTH CONSTRUCTION

i

MILL AND PAVE 50mm ASPHALT DEPTH

014053

FRASER STREET

MATCH INTO EXISTING CURB AND SIDEWALK (TYP.)

VACANT

NEW CONCRETE CURB OPSD 600.040 (TYP.)

™ BINDER ASPHALT TO BE CUT A MINIMUM 500mm FROM
EXISTING EDGE OF CURB/CROSSWALK SEE DETAIL DWG D-5

STA. 0+190.000 MAIN ST. AT FRASER ST.

CONCRETE CROSSWALK

(SEE'DWG D-5 FOR DETAILS)

6.50m

081+0

o~

LIMIT OF CONSTRUCTION
STA. 0+010

NEW CONCRETE CURB
OPSD 600.040 (TYP.)

REMOVE , SALVAGE AND REINSTALL

CANADIAN MENTAL
HEALTH ASSOCIATION
NORTH BAY AND
DISTRICT + ONTARIO DEEGAN'S
INSURANCE NETWORK ANTIQUES

THE
ANNEX

PROPOSED WM ANODE AS
PER OPSS 442 (TYP.)
(SEE DWG D-5 FOR DETAILS)

WALL w/ PRECAST WALL & NEW HANDRAIL
(SEE DWGS RW-1 & RW-2 FOR DETAILS)
100mm@ SUBDRAIN (SEE DWGS RW-1 & RW-2
FOR DETAILS)

EX. HYDRO STRUCTURE TO BE

ADJUSTED (PROVISIONAL) (TYP.)

(SEE NOTE 5)

HANDRAIL AS P
/ OPSD 980.101

REMOVE AND REPLACE EXISTING RETAINING

THE

FRAME
MAKER

MAIN
SUPPLY
OPERA REFILLERY  THE
BAKERY| REVOLVE & FARM
GOODS
REMOVE & REPLACE EXISTING STM CB & PIPE
AS PER TENDER DOCUMENT ADDENDUM 3, SECTION 15

SEE DWG D-4 FOR DETAILS

HANDRAIL AS PER OPSD 980.101

EYES
ON
MAIN

TACTILE WALKING SURFACE AS PER OPSD 310.039 (TYP.)

100mm@ SUBDRAIN (SEE SHEET X FOR DETAILS)
REMOVE AND REPLACE EXISTING

RETAINING WALL w/ PRECAST WALL & NEW
HANDRAIL (SEE DWGS RW-1 & RW-2 FOR
DETAILS)
EXISTING CONCRETE EDGE
RESTRAINT TO REMAIN
(TYP.)(GRADE TO BACK OF
SIDEWALK TO MATCH EXISTING)

ART LOOK
IS|IN SEE
sHop NDDS VACANT

APPROXIMATE LIMIT OF FULL
DEPTH CONSTRUCTION

STM MH 17439

v

¢-0 39Vd 33S
€-0 39Vvd 33S

CONNECT SUBDRAIN TO EXISTING

—EXISTING ACCESS TO BE REMOVED
(SEE DWG D-5 FOR DETAILS)

Ly @)

SEE DETAIL
DWG D-5

EX. WM VB TO BE
ADJUSTED (TYP.)

REMOVE , SALVAGE AND REINSTALL EXISTING INTERLOCK
BRICKS TO MATCH EXISTING AS PER OPSD 561.010

MATICH INTO EXISTING CURB AND SIDEWALK (TYP.)

L PM-4
REMOVE , SALVAGE AND REINSTALL
WITH ELECTRICAL POWER
CONCRETE SIDEWALK AS PER OPSD 310.010

SEE DWGS L1-L3 FOR DETAILS (TYP.)

A\
\ CONCRETE GROSSWALK

(SEE DWG D-4 & D-5 FOR DETAILS)
PROPOSED SIDEWALK RAMP AS PER OPSD

310.033 & TACTILE WALKING SURFACE AS PER

OPSD 310.039 (TYP.)

EXISTING CONCRETE EDGE RESTRAINT TO REMAIN
(TYP.)(GRADE TO BACK OF SIDEWALK TO MATCH

L EX. SAN STRUCTURE TO BE
ADJUSTED (TYP.)

- EX. STM STRUCTURE TO BE

ADJUSTED (TYP.)

6 —1.50m L]
‘ f v
Curb T / 7 I | I ¥ |
a0 REMOVE & REPLACE EXISTING 300mm STM PIPE : 5o
Spm /—CL OF CONSTRUCTION | MATCH EXISTING INVERTS / o’ | i J ]
P 10.00m 4 2 —_ 9 . - Al —F —9 - —
RS j ™ N ! N ' & &) T @
(=} N [=2) [=:) [=} N
® S o 3.50n®° ) o ¢ oS ¢ e S 3.50 o e S
* ° a0 NEW CONCRETE CURB 1 "
6.00m o« : : S5 OPSD 600.040 « <
] * YV SRR P V7 / "3;, _f
, s 2.50m 2.50m 2.50m
_______________ — N@Q (7F0)\ curb { ‘ Q ! (3
\‘ SEE NOTE 6 Hee NOTE 6 J \‘ SEE NOTE 6 SEE NOTE 6 J SEE NOTE 6 J

E—
CUNNMERUVIAL P+

KEY PLAN

NOTES

1. THE UTILITIES INFORMATION
CONTAINED ON THIS DRAWING MAY BE
BASED UPON DATA PROVIDED BY
OTHERS AND MAY NOT HAVE BEEN
VERIFIED BY EITHER AS-CONSTRUCTED
DRAWINGS OR AN ONTARIO LAND
SURVEYOR. THE CITY OF NORTH BAY
CANNOT ACCEPT RESPONSIBILITY FOR
ERRORS OR OMISSIONS ON ANY
INFORMATION SHOWN HEREIN. FIELD
VERIFICATION, LAND SURVEYS OR
EXCAVATION (WITH CITY APPROVALS)
MAY BE REQUIRED TO DETERMINE
ACTUAL LOCATION OF ANY AND ALL
UTILITIES OR PROPERTY LINES.

2. REFER TO GENERAL PLAN PAGE FOR
DRAWING LEGEND.

3. ALL EXISTING CATCHBASINS TO BE
PARGED AROUND OUTFLOW PIPES.

4. PROPOSED SIDEWALK GRADING TO
MATCH EXISTING CROSS SLOPE.

5. CONTRACTOR TO ADJUST HYDRO
STRUCTURE AS DIRECTED BY THE
INSPECTOR ON SITE AND IN PRESENCE
OF HYDRO REPRESENTATIVE.
CONTRACTOR SHALL COORDINATE
WITH NORTH BAY HYDRO AT LEAST 48
HOURS IN ADVANCE TO HAVE HYDRO
REPRESENTATIVE ON SITE.

6. CONTRACTOR TO REMOVE & REPLACE
EXISTING FRAME AND GRATE ON ALL
CATCHBASINS AS PER OPSD 400.080
UNLESS OTHERWISE NOTED. ADJUST
STRUCTURE TOP TO ENSURE POSITIVE
DRAINAGE.

MILL AND PAVE 50mm ASPHALT DEPTH EXISTING)
EXISTING INTERLOCK BRICKS TO MATCH
EXISTING-AS PER OPSD 561.010 MATCH EXISTING ELEVATIONS 7. CONTRACT ADMINISTRATOR TO
. 0+000 PROVIDE STORM SEWER CCTV DATA.
BINDER ASPHALT TO BE CUT A MINIMUM 500mm FROM THE CONTRACTOR SHALL REVIEW
EXISTING EDGE OF CURB/CROSSWALK SEE DETAIL DWG D-5 HIGH CCTV DATA AND FIELD CONFIRM
CIBC NORTH BAY LONDON CINTRA NICK'S GATEWAY . asg | STIX LOCATIONS OF STORM SEWER SPOT
JUNIOR ENDAAYAAN CARMINE CREATIVE GAMES & MAYNE UNDER- LOU VACANT MAY'S PLACE FOR TO THE & VACANT VAGYONMINT ASS REPAIRS PRIOR TO EXCAVATION.
WORLD AWEJAA RICCIUTI __LEARNING HOBBIES TRAVEL GROUND DAWGS us ARTS GLASS gTONES REVISIONS
No.|Date| By Description
AUG
1 10 JR Issued for 30% Review
2021
DEC
. 2 3 JR Issued for 60% Review
Main Street
3 18 JR Issued for 90% Review
208 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 208 2022
4 JL:;IE JR Issued for 100% Submission
- - 2022
JAN
5 16 JR Issued for Tender
207 207 B
E 6 31 JR Issued for Construction
[
i 2|2 PlwlR oD i 2023
2| Ela|Q N D 2|3
206 E 0 ol 3|8 8 ROPOSED CL ROAD GRADE g2 8|8 206
1 o |
:Z o 2l "> ﬁ ; S n g S
: bl ANE < %[z o :
s (s = % | XISTING CL ROAD = vl
Qo S5 =|< u
205 o ala == b (i 205
- ) SIS
& 0.51% A -0.36% 1 -0.16% z E
iy 5 -0.63% I povth By
i i d VA | S inderson Assodates Limited
203 203
] I SIS B:T B
NORTH BAY
o N T A R I O « C A N A D A
. - Just North Enough to be PERFECT
201 201
MAIN STREET
o [=} [=} (= o [=} [=} [=} [=} [=} o [=} (=] [=} o
< e i S Y N Q N « & N N Q 3 A STATION
+ + + + + + + + + + + + + + +
o o o o o o o o o o o o o o o
i 2 2 N 2 2 2 o g g 3 3 2 S 2 2 3 MAIN STREET
b o ™ - + PROPOSED i
:: g : : :r" :r’ : : : : : : 2 2 : < ¥ ELEVATIONS Plan & PrOfIIe
P o o o [=} o o (=] o [=} o [=} [=} (=] [=} [=} P
G N « N « « « « « « « « « « « « G Sta. 0+160 to Sta. 0+320
< | <+ 0 | © 1
> @lo == 2 SANITARY Designer: Checked by:
S S8 S Q| INVERTS J.R. J.M.B.
9 vz 55 gl 2 STORM Date: Apprjnll:d by:
S S S35 S|S S| INVERTS 04/27/2021 .R.
N QK NN N o Scale:
1:250 25 _ 0 5 10
1:50 57 ¢ 1 2
Drawing Number: Drawing Set:
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NORTHERN

TIKES

-0 39vd 33S
G-0 39Vd 33S

K.F.'S
COFFEE

NIPISSING MENTAL
HEALTH

/ SEE NOTE 6 /

EXISTING CONCRETE EDGE RESTRAINT
TO REMAIN (TYP.)(GRADE TO BACK OF
SIDEWALK TO MATCH EXISTING)

SEE NOTE 6

D

— EX. SAN STRUCTURE [TO BE
ADJUSTED (TYP.)

EX. HYDRO STRUCTURE TO BE
— ADJUSTED (PROVISIONAL) (TYP.)
(SEE NOTE 5)

— EX. STM/STRUCTURE

PM-10

TO BE ADJUSTED (TYP.

)

[/ REMOVES-SALVAGE-AND-REINSTALL
WITH ELECTRICAL POWER

CHEAP
SKATES

/’ SEE NOTE 6

VACANT

SEE NOTE 6 —

MATCH INTO EXISTING CURB AND SIDEWALK (TYP.)

PARKING LOT

LIMIT OF CONSTRUCTION

SHERBROOKE STREET

STA. 0+779

EXISTING TREE TO REMAIN (SEE
LANDSCAPE DRAWING T-3 FOR DETAILS)

EXISTING CONCRETE EDGE

RESTRAINT TO REMAIN (TYP.)

0+045

7+040

3:50m

3.50m

0v9+0

O

/

/

0040

O N

S S
HRRE R BT B

)

7
— 2.50m
J,;;@L/ +

~—CL OF CONSTRUCTION

NEW-CONCRETE CURB

OPSD 600.040

0CL+0

3.50m
1 Curb

ov+0

O

5

&

'/ \\

0y
i

2:50m

09240

i
&

7

£STM € -203\\

MATCH EXISTING ELEVATIONS
AND GRADING

LIMIT OF CONSTRUCTION
STA. 0+040.1

MILL AND PAVE 50mm ASPHALT DEPTH

Z

Lol

\‘ SEE NOTE 6

SEE NOTE 6 —/

PROPOSED WM ANODE AS

PER OPSS 442 (TYP.)

(SEE DWG D-5 FOR DETAILS)

I

L EX. WM STRUCTURE TO
BE ADJUSTED (TYP.)

CONCRETE CROSSWALK (SEE
DWG D-4 & D-5 FOR DETAILS)

PROPOSED SIDEWALK RAMPS

PM-9

REMOVE , SALVAGE
AND REINSTALL WITH
ELECTRICAL POWER

AS PER OPSD 310.033 & TACTILE WALKING
SURFACE AS PER OPSD 310.039 (TYP.)

CONCRETE SIDEWALK AS PER OPSD
SEE DWGS L1-L3 FOR DETAILS

STRUCTURE TABLE

D&A
RECYCLED

Structure ID

Structure Type

Cover

Rim Elevation

Sump Elevation

Northing

Easting

TREASURES

CB 203

OPSD 705.010

STANDARD

202.340

200.340

5129377.757

618452.608

310.010

EXISTING CONCRETE EDGE RESTRAINT
TO REMAIN (TYP.)(GRADE TO BACK OF
SIDEWALK TO MATCH EXISTING)

REMOVE AND REPLACE EXISTING
FRAME AND GRATE

ADJUST STRUCTURE TOP TO
ENSURE POSITIVE DRAINAGE (TYP.)

KISS 100.5 FM

SEE NOTE 6 —/

PROPOSED SIDEWALK RAMPS

AS PER OPSD 310.033 & TACTILE WALKING
SURFACE AS PER OPSD 310.039 (TYP.

STM CB AND PIPE AS PER TENDER DOCUMENT

ADDENDUM 3, SECTION,16

EXISTING TREE TO REMAIN (SEE
LANDSCAPE DRAWING T-3 FOR DETAILS)

BINDER ASPHALT TO BE CUT A MINIMUM 500mm FROM
EXISTING EDGE OF CURB/CROSSWALK SEE DETAIL DWG D-5

VACANT

en

\ 3\\ g
4!/ SR

17

0+000

\STA. 0+779.446 MAIN ST. AT SHERBROOKE ST.
2.45m - 300mm - STM-@ 7.83%

APPROXIMATE LIMIT OF
FULL DEPTH CONSTRUCTION

LIMIT OF CONSTRUCTION
STA. 0+009.5

E—
CUNNMERUVIAL P+

KEY PLAN

PIPE TABLE

NOTES

1. THE UTILITIES INFORMATION
CONTAINED ON THIS DRAWING MAY BE
BASED UPON DATA PROVIDED BY
OTHERS AND MAY NOT HAVE BEEN
VERIFIED BY EITHER AS-CONSTRUCTED
DRAWINGS OR AN ONTARIO LAND
SURVEYOR. THE CITY OF NORTH BAY
CANNOT ACCEPT RESPONSIBILITY FOR
ERRORS OR OMISSIONS ON ANY
INFORMATION SHOWN HEREIN. FIELD
VERIFICATION, LAND SURVEYS OR
EXCAVATION (WITH CITY APPROVALS)
MAY BE REQUIRED TO DETERMINE
ACTUAL LOCATION OF ANY AND ALL
UTILITIES OR PROPERTY LINES.

2. REFER TO GENERAL PLAN PAGE FOR
DRAWING LEGEND.

3. ALL EXISTING CATCHBASINS TO BE
PARGED AROUND OUTFLOW PIPES.

4. PROPOSED SIDEWALK GRADING TO
MATCH EXISTING CROSS SLOPE.

5. CONTRACTOR TO ADJUST HYDRO
STRUCTURE AS DIRECTED BY THE
INSPECTOR ON SITE AND IN PRESENCE
OF HYDRO REPRESENTATIVE.
CONTRACTOR SHALL COORDINATE
WITH NORTH BAY HYDRO AT LEAST 48
HOURS IN ADVANCE TO HAVE HYDRO
REPRESENTATIVE ON SITE.

6. CONTRACTOR TO REMOVE & REPLACE
EXISTING FRAME AND GRATE ON ALL
CATCHBASINS AS PER OPSD 400.080
UNLESS OTHERWISE NOTED. ADJUST
STRUCTURE TOP TO ENSURE POSITIVE
DRAINAGE.

7. CONTRACT ADMINISTRATOR TO
PROVIDE STORM SEWER CCTV DATA.
THE CONTRACTOR SHALL REVIEW
CCTV DATA AND FIELD CONFIRM
LOCATIONS OF STORM SEWER SPOT
REPAIRS PRIOR TO EXCAVATION.

From ID To ID

Diameter (mm)

Length (m) Slope U/S Elevation D/S Elevation

REVISIONS

CB 203

205

Main Street

300

2.45 7.83% 200.940 200.748

No. By Description

NOTE:

1. CONTRACTOR TO FIELD VERIFY EXISTING INVERT ELEVATIONS PRIOR TO CONSTRUCTION.

' 205

204

203

=0.59%

0+664|36
203.40

PVISTA
PVI ELEV

-0.68%

ROPOSED CL ROAD GRADE

XISTING CL ROAD

0+747.34
202.673

PVI STA
PVI ELEV

= 0+769.10

PVI STA

202

201

200

199

198

Jr

-1.04%

PVI ELEV = 202.447

0+779.38
202.442

SHERBROOKE STREET

Fp/ STA

PVIELEV

-0.04%

204

203

202

201

200

199

198

0+650

0+660

0+670

0+680

0+690

0+700
0+710

0+720

0+730
0+740

0+750

0+760

0+770

0+780

STATION

0+790

SN2 20

VI JIJI

203.33

203.28

203.22

203.14

203.06

202.99
202.93

202.86

202.82
202.76

202.67

202.54

202.45

202.45

EXISTING
ELEVATIONS

202.45

N2 200

LZVUI.JUJ

203.325

203.266

203.202

203.133

203.065

202.996
202.928

202.860

202.791
202.723

202.645

202.541

202.446

PROPOSED
ELEVATIONS

199.87

199.55
199.55

199.61
201.06

SANITARY
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